LIVINGVOICE

AUDITORIUM
SERIES

"Living Voice has been setting the bar for years,
it’s time to acknowledge the consistent excellence
that underpins that achievement... It is both a
remarkable musical experience and the very
essence of what high-end audio ought to be
about.”

Roy Gregory reaches ‘an inevitable conclusion’ : after half a
decade of best-sound accolades, it’s time to give Living Voice a

Lifetime Achievement Award.




AUDITORIUM-R3R

Sensitivity 94dB

Nominal Impedance 6 ohms

Loading Rear reflex port
Power handling 100 watts
Frequency Response 35Hz - 25 kHz
Dimensions 103 X 21,5 X 27 cm
Gross weight per cabinet 18 kg per unit

« High sensitivity wide dispersion MTM driver technology

« 750-density hardwood composite enclosure

« Proprietary hand wound air core inductors

» Mechanically isolated crossover

« Optimised crossover layout

« Proprietary non-inductive wire wound resistor

« Vifa D26TG-05-06 1" fabric diaphragm dome tweeter

» Scasnpeak C17WG76-08 6.6" doped paper bass/mid drivers

AVATAR-R3

Sensitivity 94dB

Nominal Impedance 6 ohms

Loading Rear reflex port
Power handling 100 watts
Frequency Response 35Hz - 25 kHz
Dimensions 103 X 21,5 X 27 cm

Gross weight per cabinet 20 kg per unit
« High sensitivity wide dispersion MTM driver technology
» 750-density hardwood composite enclosure

« Stiff internal triple bracing

« Proprietary hand wound air core inductors

« Mechanically isolated crossover

» Optimised crossover layout

« Star earthing

» Hovland discrete film and fail Musicaps

« Proprietary non-inductive wire wound resistor

« Scanspeak D2905/95000 NRC silk tweeter

« Proprietary 6.5" doped paper bass/mid drivers



IBX-R3

ALSO AVAILABLE IN RW3 VERSION

Sensitivity 94dB Sensitivity 94dB

Nominal Impedance 6 ohms Nominal Impedance 6 ohms

Loading Rear reflex port Loading Rear reflex port
Power handling 100 watts Power handling 100 watts
Frequency Response 35Hz - 30 kHz Frequency Response 35Hz - 25 kHz
Dimensions 103 X 21,5 X 27 cm Dimensions 103 X 21,5 X 27 cm
Gross weight per cabinet 21 kg per unit Gross weight per cabinet 22 kg per unit

Gross weight per crossover 5 kg per unit
« High sensitivity wide dispersion MTM driver technology

« 750-density hardwood composite enclosure « High sensitivity wide dispersion MTM driver technology
« Stiff internal triple bracing « 750-density hardwood composite enclosure

« Living Voice hand-wound air core conductors « Stiff internal bracing

« Mechanically isolated crossover « Living Voice hand-wound air core inductors

» Optimised crossover layout » Mechanically isolated crossover

« Star earthing « Optimised crossover layout

» Hovland discrete film and foil Musicaps « Star earthing

« Proprietary non-inductive wire wound resistor « Crystal oriented internal wiring harness

« Scanspeak D2905/99000 Revelator tweeter » Hovland discrete film and fail Musicaps

« Proprietary 6,5" doped paper bass/mid drivers « Proprietary non-inductive wire wound resistor

 Scanspeak D2905/99000 Revelator tweeter
« Proprietary 6,5" doped paper bass/mid drivers
« Platinum WBT binding posts



FINISHES AVAILABLE FOR ALL MODELS
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BLACK ASH CHERR MAPLE ROSENUT WALNUT
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PREMIUM FINISHES FOR IBX & OBX

SANTOS ROSEWOOD BURR OAK

ALSO AVAILABLE FOR AVATAR

Living Voice is distributed in Denmark, Norway and Finland by
(( Exotic Audio - Willemoesgade 14, kid tv - 2100 Kgbenhavn & - Denmark
Phone +45 35 11 27 70 - info@exoticaudio.dk - www.exoticaudio.dk

EXOTIC AUuDIO



